
Technical specifica�ons:
Supply Voltage   24-75 V DC
Output Current  1.9 - 4.0 A
Step Modes   1/1-, 1/2-1, step
Current Adjustment  via DIP Switches
Clock Frequency  0 - 400 kHz max.
Putse Wirth (Clock)  mia. 1.25 ps high/low
Ambient Temperature  9°C - 100°C
Connec�on Type   Bcrew Type Terminals 

Features:
Ÿ Thermal protec�on
Ÿ Short circuit and wrong polarity protec�on
Ÿ Optoisolated signal input
Ÿ Low vibra�on, high speed and high torque
Ÿ Poten�ometer LEC for adjustable current reduc�on
Ÿ Poten�ometer SA for adjustable precision of micro step

PIN and Signal Descrip�on:      Mode:
V+   DC Power Supply 24-75 VDC
GND-   DC Power GND
A+, A-, B+, B-  Motor Connec�ons
ENA-   Enable signal, - port
ENA+   Enable pulse signal, + port
PUL-   Stepper pulse signal input, - port  
PUL+   Stepper pulse signal input, + port

Stepper Motor:
DIR-   Direc�on signal, - port
DIR+   Direc�on signal, + port

Step Mode and Current Adjustment:
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Sw2
ON Two pulse
OFF Single pulse

Step Mode
Sw3

ON 1/2 Step
OFF 1 Step

Current Setting

Sw6 Sw7 Sw8 A

OFF OFF OFF 1.9

ON OFF OFF 2.2

OFF ON OFF 2.5

ON ON OFF 2.8

OFF OFF ON 3.1

ON OFF ON 3.4

OFF ON ON 3.7

ON ON ON 4.0

Mode Sw4 Sw5
(1) Itiesmooth and Advance ON ON
(2) Itiesmooth ON OFF
(3) Advance OFF ON
(4) Criterion OFF OFF

(1) Suitable for high current
(2) Lower running noise
(3) Higher torque at middle speed
(4) Suitable for all Stepper Motor
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INPUT CIRCUIT:

DRAWINGS:
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I/P VOLTAGE

5V R=0
12V R=820R
24V R=2K

ENA -

ENA +

PUL -

PUL +

DIR -

DIR +

CONTROLLER
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